AUTOMOTIVE MANUFACTURERS EQUIPMENT
COMPLIANCE AGENCY, INC.

AMECA NOTICE OF
ivres EQUIPMENT COMPLIANCE™

This notice verifies that thie item described below has been tested by an accredited laboratory and has been
found to be in compliance with the jurisdictional standard(s) listed below where applicable. The issuance of
this AMECA Notice of ZFquipment Compliance™ does not denote or imply any endorsement or
recommendation of the item described below.

Notification Number: 201377 Test Report Date: October 7, 2020
Expiration Date: January I, 2024

Item: “20-TY039/20-TYo40" - Combination Turn Signal, Parking, Headlamp, Side
Marker And Daytime Running Lamp With Reflex Reflector - White And Yellow
In Color

Use: On 2014-2019 Model Years 4Runner Motor Vehicles

Jurisdictional Compliance Standard(S)
Identical To:  United States FMVSS 571.108 Photometric Only

Item Markings: Lens: (Morimoto Logo) DOT SAE HL A P2 Is DRL P 19 VOL
20-TYo039 (OR 20-TYo040)
Housing: 12’V
Lightsource: Turn Signal Lamp: 21 LED’s; 12.8'V
Parking Lamp: 27 LED’s, 12.8Y
Lower Beam Headlamp: 9 LED’s, 12.8YV
Upper Beam Headlamp: 9 LED’, 12.8V
Daytime Running Lamp: 7 LEDS, 12.8Y
Side Marker Lamp: 3 LED’s, 12.8V

US Patent & Trademark Office and with the US Department of Homeland Security - Customs and Border Patrol. These trademarks
are solely owned by Automotive Manufacturers Equipment Compliance Agency, Inc. and may not be used without the express
written permission of AMECA.

Form EC-1 Rev. 1/2017
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PRODUCT INFORMATION

Test Component

20-TY039/20-TY040

Applicant Morimoto Lighting
Manufacturer same as Applicant
Trade Mark (oo

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102 Clear $

Coating of Exterior Lens

UVHC3000

Inner Lens Material

Chimei Corporation ACRYREX CM-205 Polyethyl Methacrylate S-001 Smoke

Reflex Reflector Material

Chimei Corporation ACRYREX CM-205 Polymethyl Methacrylate A-202 Yellow

Applicable Vehicle

TOYOTA 4 RUNNER 2014-2019

Rated Voltage

12V

Marking on Lens

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH : LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12V

Method of Mounting to Vehicle

bolted

* Above-mentioned information is provided by the applicant (' = not applicable or no information provided)

B . Front 'IL':;:\pSignal Parking Lamp Headleérzzr;] Lower Headlellarzgr;Upper DaytinCZrTIT:nning
R FUVSS105 | FWSSTOS | pisigg | pwvsstos | VS 108
Identification Code of SAE J759 15 P HL HL DRL
Number of Compartments or Lamps 1 1 1 1 1
Color of External Lens Clear Clear Clear Clear Clear
Color of Inner Lens or Filter Smoke Smoke - - Smoke
Color of Light Emitted Yellow White White White White
Light Source Designation LED x 21 LED x 27 LED x 9 LED x 9 LED x 27
Design Voltage 12.8V 128V 128V 12.8V 12.8V
Rated Mean Spherical Candlepower N/A N/A N/A N/A N/A
Effective projected illuminated area of lens (mm?) 12100 N/A N/A N/A 12100
Method of determination Projected N/A N/A N/A Projected
Test Item Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2020/9/28 2 2 2
Photometry Test Bo Yang Lee 2020/9/28 2
Color Test Bo Yang Lee 2020/9/29 2
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Functions

Side Marker Lamp

Reflex Reflector

SealemIns FMVSS 108 FMVSS 108
SAE J592 SAE J594
Identification Code of SAE J759 P2 A
Number of Compartments or Lamps 1 1
Color of External Lens Clear Clear
Color of Inner Lens or Filter Yellow -
Color of Light Emitted Yellow Yellow
Light Source type and Trade Number LED x 3 N/A
Design Voltage 128V N/A
Rated Mean Spherical Candlepower N/A N/A
Effective Projected Luminous Lens Area (cm?) N/A N/A
Method of determination N/A N/A

Test Item Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2020/9/28
Photometry Test Bo Yang Lee 2020/9/28
Color Test Bo Yang Lee 2020/9/29
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TURN SIGNAL LAMP TEST REPORT

Test Component

20-TY039/20-TY040

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/28 - 2020/9/29
Report Number 108-ISOQA-20-0690
Number of devices tested See below
Light source Designation LED x 21
SUMMARY
Test Description Test Results
Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
The DRL is optically comblined with the turn signal lamp and will be automatically deactivated as
Remarks @ a DRL when the turn signal lamp is activated, and automatically reactivated as a DRL when the

turn signal lamp is deactivated.

M@@Zﬁ

Signature of Responsible Laboratory Official
Title :  Laboratory Manager
Date: : October 7, 2020
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PHYSICAL INSPECTION

Inspection Performed by : Bo Yang Lee Date 1 2020/9/28

Marking on Lens

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12v

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000

Trade No/ Designation LED
Light Sources Used Quantity 21

Rated Voltage 12V
Remarks

EFFECTIVE PROJECTED LUMINOUS LENS AREA
Test Performed by : BoYangLee Date 1 2020/9/28
. Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

Venhicle Type buses of less than 2032 mm in overall width
Method of determination Projected
Effective projected illuminated area Requirement Value Result
of lens (mm?) 2200 12100 PASSED

Remarks
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Applicant Morimoto Lighting

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/28
Test distance(m) 3.167 m Light Source Designation LED x 21
Tested Voltage 12.8V Lighted Sections 3
_ Sample 1 (LHM) Sample 2 (RHM)
(ait:i?gi{\?tjgmsn,g;j :' 6;2\3/9) 1 min. Steady Ratio 1 min. Steady Ratio
813.30 801.90 1.01 749.00 737.70 1.02
Test Paints one PZ’Ic((i)n.g Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
Lamp (cd) (cd) Rto | Measured | Rto | Measured "
5U - 20L 1 3 87.5 - 47 239.600 6.8 237.100
5D - 20L 1 - 87.5 - 6.8 281.800 8.3 254.100
10U - 5L 1 3 137.5 - 5.7 486.000 6.6 494.700
10D - 5L 1 - 137.5 - 14.1 586.700 16.2 659.300
5U - 10L 2 3 250 - 6.5 522.500 8.2 517.400
H-10L 2 3 350 - 8.1 591.400 8.8 539.700
5D - 10L 2 - 250 - 10.6 604.200 10.9 570.300
5U-V 3 5 587.5 - 8.1 709.400 8.2 670.100
H-5L 3 5 687.5 - 9.1 721.100 9.5 687.100
H-V 3 5 687.5 - 10.0 801.900 9.3 737.700
H-5R 3 5 687.5 - 10.4 792.500 8.8 722.500
5D -V 3 - 587.5 - 13.9 839.000 12.2 788.700
5U - 10R 4 3 250 - 8.6 639.400 6.7 556.800
H-10R 4 3 350 - 10.1 695.700 8.1 638.900
5D - 10R 4 - 250 - 14.2 744.200 10.7 669.900
10U - 5R 5 3 137.5 - 7.3 599.500 5.8 485.100
10D - 5R 5 - 137.5 - 18.7 689.100 14.9 661.100
5U - 20R 5 3 87.5 - 74 328.600 5.1 298.000
5D - 20R 5 - 87.5 - 10.3 361.800 8.3 386.800
Visibility 0.3 - - 7.074 - 4.642
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 450 1594.100 1645.200
2 850 1718.100 1627.400
3 3237.5 3863.900 3606.100
4 850 2079.300 1865.600
5 450 1979.000 1831.000

M

intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.

The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous




Report No. : 108-ISOQA-20-0690 I S %% Q A

Test Component 20-TY039/20-TY040 N N EE RN

www.isoqa.org | isoqa@isoqa.org

Applicant : Morimoto Lighting

COLOR TEST

Test Performed by : BoYangLee Date 1 2020/9/29
Test distance(m) : 3.073m Light Source Designation : LED x 21
Color of Light Emitted : Yellow

Sample 1 (LHM) Sample 2 (RHM)

Color emitted from HV point X= 0.5715 0.5713

y= 0.4189 0.4195

045 177~ SRt A SRR R
i
i
. e R
e N o S g
e B

I e e T

0.38

0.54 055 056 057 058 0.59 0.6 0.61 0.62

Remarks
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PARKING LAMP TEST REPORT

Test Component 20-TY039/20-TY040
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/28 - 2020/9/29
Report Number 108-1ISOQA-20-0690
Number of devices tested See below
Light source Designation LED x 27

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

ﬁ/w&a&aﬁn

Signature of Responsible Laboratory Official
Title :  Laboratory Manager
Date: : October 7, 2020
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/28

Marking on Lens

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12v

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Trade No/ Designation| LED
Light Sources Used Quantity 27
Rated Voltage 12V

Remarks
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Test Performed by
Test distance(m)
Tested Voltage

PHOTOMETRY TEST
Bo Yang Lee Date 2020/9/28
3.16m Light Source Designation LED x 27
128V

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
80.80 79.90 1.01 80.10 79.00 1.01
e P e Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured Measured !
5U - 20L 1 04 125 50.780 34.800
5D - 20L 1 04 250 41.550 30.610
10U - 5L 1 0.8 125 85.700 74.900
10D - 5L 1 0.8 250 41.510 40.730
5U - 10L 2 0.8 125 80.400 63.210
H-10L 2 14 125 73.330 60.990
5D - 10L 2 0.8 250 56.870 52.340
5U -V 3 2.8 125 88.100 81.800
H-5L 3 3.6 125 79.620 72.500
H-V 3 4 125 79.900 79.000
H-5R 3 3.6 125 76.320 81.700
5D -V 3 2.8 250 60.250 64.460
5U - 10R 4 0.8 125 74.020 82.500
H-10R 4 1.4 125 68.650 78.600
5D - 10R 4 0.8 250 52.280 62.820
10U - 5R 5 0.8 125 81.900 83.500
10D - 5R 5 0.8 250 36.880 44.490
5U - 20R 5 04 125 44.320 58.890
5D - 20R 5 04 250 35.160 46.750
Visibility on or above HH 0.05 125 %29_310000) géégoooo)
Visibility below HH 0.05 250 gd.?34000) E312-_015000)
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 2.4 219.540 181.040
2 3.0 210.600 176.540
3 16.8 384.190 379.460
4 3.0 194.950 223.920
5 24 198.260 233.630

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.
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Applicant : Morimoto Lighting
COLOR TEST
Test Performed by : BoYangLee Date 1 2020/9/29
Test distance(m) : 3.073m Light Source Designation : LED x 27
Color of Light Emitted : White
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.3257 0.3246
y= 0.3450 0.3421
0.45 -
0.425
0.4 -
0.375 -
== S1
0.35 - S2
0.325 -
0.3 +
0.275 : : : : : : : : : i
0275 03 0325 035 0375 04 0425 045 0475 05 0525

Remarks
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HEADLAMP TEST REPORT

Test Component

20-TY039/20-TY040

Applicant Morimoto Lighting

Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/28 - 2020/9/29
Report Number 108-ISOQA-20-0690

Number of devices tested See below

Light source Designation

Upper Beam - LED x 9
Lower Beam - LED x 9

SUMMARY
Test Description Test Results
Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
- Abrasion Test Not Tested -
- Chemical Resistance Test Not Tested -
- Temp. Cycle Test Not Tested -
- Internal Heat Test Not Tested -
- Humidity Test Not Tested -
Remarks :  The headlamps designed to provide alternately a driving-beam and a passing-beam

M&,@%

Signature of Responsible Laboratory Official

Title :  Laboratory Manager
Date: : October 7, 2020
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/28

Marking on Lens

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12v

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Function Upper Beam Lower Beam
) Trade No/ Designation| LED LED
Light Sources Used -
Quantity 9 9
Rated Voltage 12V 12V

Remarks




Report No. : 108-ISOQA-20-0690

|S€

20-TY039/20-TY040
Morimoto Lighting

Test Component

Applicant

QA

- 1 T I IR0 T]
www.isoqa.org | isoqa@isoqa.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/28
Test distance(m) 25m Test Voltage 128V

Light Source Designation Upper Beam - LED x 9/ Lower Beam - LED x 9

Steady Burning at H - V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J2650) 1 min. Steady Ratio 1 min. Steady Ratio
49260.0 42740.0 1.15 53240.0 44160.0 1.21
UB2 - Upper Beam Photometric Test Point Values

e P Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured Measured
2U-V 1500 - 37330.000 45200.000
1U - 3L 5000 - 48200.000 42140.000
1U-3R 5000 - 30490.000 32890.000
H-V 40000 75000 42740.000 44160.000
H-3L 15000 - 35870.000 35040.000
H-3R 15000 - 35510.000 43450.000
H-6L 5000 - 9350.000 14150.000
H-6R 5000 - 17730.000 22480.000
H-9L 3000 - 3525.000 5164.000
H-9R 3000 - 9730.000 12030.000
H-12L 1500 - 2721.000 3096.000
H-12R 1500 - 6992.000 6644.000
1.5D -V 5000 - 29670.000 22620.000
1.5D-9L 2000 - 9590.000 6226.000
1.5D - 9R 2000 - 8940.000 7128.000
25D-V 2500 - 17920.000 12650.000
2.5D-12L 1000 - 6213.000 3494.000
25D -12R 1000 - 4564.000 3751.000
4D -V - 12000 6789.000 5085.000
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Sample 1 (LHM)

Sample 2 (RHM)

S:zsggrzﬁ;nlggsié fz%ég)R 1 min. Steady Ratio 1 min. Steady Ratio
29560.0 26430.0 1.12 29430.0 24830.0 1.19
LB2V - Lower Beam Photometric Test Point Values
e P Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured Measured
10U to 90U - 125 95.468 102.080
4U - 8L 64 - 71.600 67.100
4U - 8R 64 - 90.900 75.800
2U -4L 135 - 242.500 164.000
1.5U - 1R to 3R 200 - 554.583 237.345
1.5U-1Rto R - 1400 581.868 273.189
1U-15LtoL - 700 558.570 189.256
05U-15LtoL - 1000 782.501 294.606
(1516.078) (794.27)
0.5U-1Rto 3R 500 2700
1590.635 1143.480
H-4L 135 - 711.900 610.800
H-8L 64 - 356.900 421.000
0.6D - 1.3R 10000 - 37280.000 37200.000
0.86D -V 4500 - 33710.000 31360.000
0.86D - 3.5L 1800 12000 8560.000 6154.000
1.5D - 2R 15000 - 26430.000 24830.000
2D -9L 1250 - 8950.000 5033.000
2D -9R 1250 - 7321.000 5606.000
2D - 15L 1000 - 5898.000 3568.000
2D - 15R 1000 - 4179.000 3841.000
4D - 4R - 12500 4856.000 4119.000
4D - 20L 300 - 1908.000 1209.000
4D - 20R 300 - 1629.000 1789.000
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Test Performed by :  BoYangLlLee
Test distance(m) : 3.073m

COLOR TEST

Date
Color of Light Emitted

2020/9/29
White

Color emitted from HV point

Sample 1 (LHM)

Sample 2 (RHM)

0.3111

0.3103

Upper Beam

0.3191

0.3315

0.3154

0.3113

Lower Beam

0.3296

0.3259

0.45 +

0.425 A

0.4 -

0.375 A

0.35 ~

0.325 A

0.3 -

0.275

Upper Beam

0.275 0.3 0.325 0.35 0.375 0.4 0.425 0.45 0.475 0.5 0.525

=i=S1
S2

0.45 +

0.425 A

0.4 -

0.375

0.35 ~

0.325

0.3 -

0.275

Lower Beam

0.275 0.3 0.325 0.35 0.375 0.4 0.425 0.45 0.475 0.5 0.525

=i=S1
S2

Remarks
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DAYTIME RUNNING LAMP TEST REPORT

Test Component

20-TY039/20-TY040

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/28 - 2020/9/29
Report Number 108-ISOQA-20-0690
Number of devices tested See below
Light source Designation LED x 27
SUMMARY
Test Description Test Results
Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks The DRL is optically comblined with the turn signal lamp and will be automatically deactivated as a

DRL when the turn signal lamp is activated, and automatically reactivated as a DRL when the turn
signal lamp is deactivated.

M@aﬁi

Signature of Responsible Laboratory Official
Title
Date:

Laboratory Manager
October 7, 2020
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/28

Marking on Lens

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12v

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Trade No/ Designation| LED
Light Sources Used Quantity 27
Rated Voltage 12V

Remarks

Unobstructed Effective Projected Luminous Lens Area

Test Performed by

Bo Yang Lee Date 1 2020/9/28

Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

Vehicle Type buses of less than 2032 mm in overall width

Method of determination Projected

Unobstructed effective projected Requirement Value Result
luminous lens area (mm2) 2500 12100 PASSED

Remarks :  Required by SAE J2087
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20-TY039/20-TY040
Morimoto Lighting

Test Component

Applicant

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/28
Test distance(m) 3.167 m Light Source Designation LED x 27
Test Voltage 128V Lighted Sections N/A
_ Sample 1 (LHM) Sample 2 (RHM)
(a?:z:i?gi}imgltjc;nlsnsEaﬂrégg) 1 min. Steady Ratio 1 min. Steady Ratio
566.90 525.60 1.08 571.40 529.40 1.08
Test Polnts Zone Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured Measured !
5U -V 1 350 2500 577.300 544.800
H-5L 1 450 2500 517.900 482.500
H-V 1 500 2500 525.600 529.400
H-5R 1 450 2500 497.000 546.100
5D -V 1 350 2500 389.200 430.200
5U - 10L 2 100 2500 527.700 419.600
H - 20L 2 50 2500 312.000 217.400
H-10L 2 350 2500 476.700 404.300
5D - 10L 2 100 2500 364.300 349.000
5U - 10R 3 100 2500 480.400 548.800
H-10R 3 350 2500 446.300 524.600
H-20R 3 50 2500 276.600 370.100
5D - 10R 3 100 2500 339.100 415.800
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 2100.0 2507.000 2533.000
2 600.0 1680.700 1390.300
3 600.0 1542.400 1859.300

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test
point location. The sum of the luminous intensity measurements at each test point within a zone shall not be less than the Zone Total

Luminous Intensity shown.
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COLOR TEST

Test Performed by : BoYangLee Date 2020/9/29
Test distance(m) : 3.073m Light Source Designation LED x 27
Color of Light Emitted : White
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.3241 0.3235
y= 0.3426 0.3404
0.45 -
0.425 -
0.4 -
0.375
=i=S1
0.35 7 Sz
0.325 -
0.3 -
0.275 ; ; ; ; ; ; ; ; ; i
0275 03 0325 035 0375 04 0425 045 0475 05 0.525

Remarks
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Test Component 20-TY039/20-TY040
Applicant : Morimoto Lighting
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SIDE MARKER LAMP TEST REPORT

Test Component 20-TY039/20-TY040
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/28 - 2020/9/29
Report Number 108-1ISOQA-20-0690
Number of devices tested See below
Light source Designation LED x 3

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

Ma&,ay;

Signature of Responsible Laboratory Official
Title :  Laboratory Manager
Date: : October 7, 2020
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/28

Marking on Lens

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH : LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12v

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Trade No/ Designation| LED
Light Sources Used Quantity 3
Rated Voltage 12V

Remarks
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Test Component

Applicant

Morimoto Lighting

20-TY039/20-TY040

IS@QA
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Test Performed by

Test distance(m)

Tested Voltage

Bo Yang
3.167 m
128V

PHOTOMETRY TEST

Lee

Date
Light Source Designation
Overall Length

2020/9/28
LED x 3
5797 mm

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
25.91 25.61 1.01 27.43 26.89 1.02
Test Points Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
LHM RHM FMVSS 108 | SAE J2042 Measured Measured

H-V H-V 0.62 - 25.610 26.890
10U - 45R 10U - 45R 0.62 - 17.830 14.430
10U -V 10U -V 0.62 - 25.990 24.740
10U - 45L 10U - 45L 0.62 - 10.340 13.720
H-45L H-45L 0.62 - 7.673 13.890
H - 45R H - 45R 0.62 - 16.190 9.870
10D - 45R 10D - 45R 0.62 - 15.970 6.467
10D -V 10D -V 0.62 - 23.880 24.430
10D - 45L 10D - 45L 0.62 - 6.683 14.940
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Applicant : Morimoto Lighting
COLOR TEST
Test Performed by : BoYangLee Date 1 2020/9/29
Test distance(m) : 3.073m Light Source Designation : LED x 3
Color of Light Emitted : Yellow
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.5872 0.5871
y= 0.4114 0.4115
045 777~ S S I . S S S |
o
R E S L S S
042 4 S R S N [ L L
N
e e s S 2
e
S T R
0.38

054 055 056 057 058 0.59 0.6 0.61  0.62

Remarks




Report No. : 108-ISOQA-20-0690

Test Component 20-TY039/20-TY040
Applicant : Morimoto Lighting
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REFLEX REFLECTOR TEST REPORT

Test Component 20-TY039/20-TY040
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/28 - 2020/9/29
Report Number 108-1ISOQA-20-0690
Number of devices tested See below
Light source Designation N/A

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

ﬁ/wda&a%

Signature of Responsible Laboratory Official
Title :  Laboratory Manager
Date: : October 7, 2020
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Applicant : Morimoto Lighting
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/28

Marking on Lens

RH : DOT SAE HL AP215 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL AP2 15 DRL P 19 VOL 20-TY040

Marking on Housing

12v

Reflex Reflector Material

Chimei Corporation ACRYREX CM-205 Polymethyl Methacrylate A-202
Yellow

Coating of External Lens UVHC3000
Trade No/ Designation| N/A
Light Sources Used Quantity N/A
Rated Voltage N/A

Remarks
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20-TY039/20-TY040
Morimoto Lighting

Test Component

Applicant

IS@QA
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PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/28
Test distance(m) 100 ft Color of Light Emitted Yellow
Minimum
Observe Angle Entrance Angle (Mcd/ Lux) Sample 1 (LHM) Sample 2 (RHM)
0.2 H \Y, 1050 1103.000 1158.000
0.2 H 10U 700 953.000 897.000
0.2 H 10D 700 790.000 883.000
0.2 20L \Y 350 426.000 354.000
0.2 20R \Y, 350 625.000 426.000
1.5 H \Y 15 144.100 115.900
1.5 H 10U 12.5 108.300 89.400
1.5 H 10D 12.5 95.400 83.000
1.5 20L \Y, 7.5 46.300 35.500
1.5 20R \Y 7.5 72.500 54.500
COLOR TEST
Test Performed by Bo Yang Lee Date 2020/9/29
Color of Light Emitted Yellow
Requirement (Visual Method) PASS FAILED

Yellow (Amber). Yellow is not acceptable if it is less saturated (paler),

greener, or redder than the limit standards.

Remarks
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Test Component 20-TY039/20-TY040 I N NN R
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Applicant . Morimoto Lighting

Front View Side View

Top View Rear View
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Test Component 20-TY039/20-TY040 —— . EEEE RN
Applicant . Morimoto Lighting www.isoga.org | isoqa@isoqa.org

Turn Signal Lamp Parking Lamp / Side Marker Lamp

12V

DRL Marking on Housing

RH : DOT SAE HL AP2 15 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

LOGO

RH : DOT SAE HL AP215 DRL P 19 VOL 20-TY039 LOGO
LH: LOGO DOT SAE HL A P2 15 DRL P 19 VOL 20-TY040

Marking on Lens
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