AUTOMOTIVE MANUFACTURERS EQUIPMENT
COMPLIANCE AGENCY, INC.

AMECA NOTICE OF
req  EQUIPMENT COMPLIANCE™

This notice verifies that the item described below has been tested by an accredited (aboratory and has been
found to be in compliance with the jurisdictional standard(s) listed below where applicable. The issuance of
this AMECA Notice of FEquipment Compliance™ does not denote or imply any endorsement or
recommendation of the item described below.

Notification Numbeyr: 201376 Test Report Date: October 6, 2020
Ixpiration Date: January 1, 2024

Item: “20-TY035/20-TY036" - Combination Turn Signal, Parking, Headlamp, Side
Marker And Daytime Running Lamp With Reflex Reflector - White And Yellow
In Color

Use: On 2016+ Model Years Toyota Tacoma Motor Vehicles

Jurisdictional Compliance Standard(S)
Identical To:  ‘United States FMVSS 571.108 Photometric Only

Item Markings: Lens: (Morimoto Logo) DOT SAE HL P2 A P Is DRL VOR 18
20-TVY o035 (or 20-TY036)
Housing: 12V
Lightsource: Turn Signal Lamp: 36 LED's, 12.8V
Parking Lamp: 36 LSED', 12.8V
Lower Beam Headlamp: 9 LEDs, 12.8V
Upper Beam Headlamp: 9 LEDS, 12.8Y
Daytime Running Lamp: 36 LEDs, 12.8V
Side Marker Lamp: 3 LED’s, 12.8V

// Y Y
AMECA Edge Code" (for automotive brake friction material); and the AMECA Logo are trademarks registered with the
US Patent & Trademark Office and with the US Department of Homeland Security - Customs and Border Patrol. These trademarks
are solely owned by Automotive Manufacturers Equipment Compliance Agency, Inc. and may not be used without the express
written permission of AMECA.

Form EC-1 Rev. 1/2017
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20-TY035/20-TY036

Morimoto Lighting

|S€

www.isoga.org

_---III T
isoga@isoga.org

PRODUCT INFORMATION

Test Component

20-TY035/20-TY036

Applicant Morimoto Lighting
Manufacturer same as Applicant
Trade Mark

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102 Clear $

Coating of Exterior Lens

UVHC3000

Inner Lens Material

Chimei Corporation ACRYREX CM-205 Polyethyl Methacrylate S-001 Smoke

Reflex Reflector Material

Chimei Corporation ACRYREX CM-205 Polymethyl Methacrylate A-202 Yellow

Applicable Vehicle

TOYOTA TACOMA 2016+

Rated Voltage

12V

Marking on Lens

RH : DOT SAE HL P2 AP 15 DRL VOR 18 LOGO 20-TY035
LH : LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Method of Mounting to Vehicle

bolted

* Above-mentioned information is provided by the applicant ('-' = not applicable or no information provided)

Functions Front I:::pSignal S LT Headlzrzgr;] Lower Headlzrz;a)r;]Upper Daytinlizn:«’snning
T — FUVSS 10 | FUVSSTOS | g | pwvssios | MVSSTO8
Identification Code of SAE J759 15 P HL HL DRL
Number of Compartments or Lamps 1 1 1 1 1
Color of External Lens Clear Clear Clear Clear Clear
Color of Inner Lens or Filter Smoke Smoke - - Smoke
Color of Light Emitted Yellow White White White White
Light Source Designation LED x 36 LED x 36 LED x 9 LED x 9 LED x 36
Design Voltage 128V 128V 128V 128V 128V
Rated Mean Spherical Candlepower N/A N/A N/A N/A N/A
Effective projected illuminated area of lens (mm?) 12670 N/A N/A N/A 12670
Method of determination Projected N/A N/A N/A Projected
Test Item Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2020/9/14 2
Photometry Test Bo Yang Lee 2020/9/14 2
Color Test Bo Yang Lee 2020/9/14 2
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Test Component

Applicant Morimoto Lighting

20-TY035/20-TY036

ISE

www.isoga.org

isoqa@isoqa.org

Functions

Side Marker Lamp

Reflex Reflector

e — FMVSS 108 FMVSS 108
SAE J592 SAE J594
Identification Code of SAE J759 P2 A
Number of Compartments or Lamps 1 1
Color of External Lens Clear Clear
Color of Inner Lens or Filter Yellow -
Color of Light Emitted Yellow Yellow
Light Source type and Trade Number LED x 3 N/A
Design Voltage 128V N/A
Rated Mean Spherical Candlepower N/A N/A
Effective Projected Luminous Lens Area (cm?) N/A N/A
Method of determination N/A N/A
Test ltem Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2020/9/14
Photometry Test Bo Yang Lee 2020/9/14
Color Test Bo Yang Lee 2020/9/14
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TURN SIGNAL LAMP TEST REPORT

Test Component

20-TY035/20-TY036

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/14
Report Number 108-ISOQA-20-0654
Number of devices tested See below
Light source Designation LED x 36

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -

The DRL is optically comblined with the turn signal lamp and will be automatically deactivated as
a DRL when the turn signal lamp is activated, and automatically reactivated as a DRL when the
Remarks : turn signal lamp is deactivated.

ﬁ/vcéa&,a,%

Signature of Responsible Laboratory Official
Title :  Laboratory Manager
Date: : October 6, 2020
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Test Component 20-TY035/20-TY036 I N
Applicant : Morimoto Lighting www.isoqa.org | isoga@isoga.org
PHYSICAL INSPECTION

Inspection Perfformed by : Bo Yang Lee Date : 2020/9/14

Marking on Lens

RH : DOT SAE HL P2 A P I5 DRL VOR 18 LOGO 20-TY035
LH : LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000

Trade No/ Designation LED
Light Sources Used Quantity 36

Rated Voltage 12V
Remarks

EFFECTIVE PROJECTED LUMINOUS LENS AREA
Test Performed by : BoYanglLee Date : 2020/9/14
. Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

Vehicle Type buses of less than 2032 mm in overall width
Method of determination Projected
Effective projected illuminated area Requirement Value Result
of lens (mm?) 2200 12670 PASSED

Remarks
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20-TY035/ 20-TY036
Morimoto Lighting
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Test Performed by

Test distance(m)

Tested Voltage

PHOTOMETRY TEST
Bo Yang Lee Date
3.167 m
128V

Light Source Designation

Lighted Sections

2020/9/14
LED x 36

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
780.70 757.80 1.03 752.90 730.80 1.03
st Poins one P:L?r;g Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
Lamp (cd) (cd) Rto | Measured”| Rto | Measured "
5U - 20L 1 3 87.5 - 18.4 602.900 11.5 347.200
5D - 20L 1 - 87.5 - 16.6 488.800 12.6 312.100
10U - 5L 1 3 137.5 - 14.9 698.200 121 619.200
10D - 5L 1 - 137.5 - 15.5 557.200 14.1 511.100
5U - 10L 2 3 250 - 15.2 818.000 13.4 646.400
H-10L 2 3 350 - 15.4 759.800 13.3 551.000
5D - 10L 2 - 250 - 15.2 650.900 13.8 488.700
5U-V 3 5 587.5 - 14.3 847.000 13.7 866.000
H-5L 3 5 687.5 - 14.7 768.900 13.3 640.100
H-V 3 5 687.5 - 14.9 757.800 13.6 730.800
H-5R 3 5 687.5 - 14.5 679.300 13.5 765.100
5D-V 3 - 587.5 - 14.7 642.500 14.2 667.700
5U - 10R 4 3 250 - 13.5 618.300 14.3 878.000
H-10R 4 3 350 - 14.6 597.200 14.0 782.100
5D - 10R 4 - 250 - 14.1 463.600 14.3 715.700
10U - 5R 5 3 137.5 - 12.9 569.700 13.9 775.700
10D - 5R 5 - 137.5 - 14.7 494.800 14.9 626.600
5U - 20R 5 3 87.5 - 124 311.400 15.0 627.700
5D - 20R 5 - 87.5 - 13.5 289.200 14.3 540.600
Visibility 0.3 - - 15.107 - 19.665
Zone Total Luminous Intensity

Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)

1 450 2347.100 1789.600

2 850 2228.700 1686.100

3 3237.5 3695.500 3669.700

4 850 1679.100 2375.800

5 450 1665.100 2570.600

1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.




Report No. : 108-ISOQA-20-0654 I S %% Q A

Test Component 20-TY035/20-TY036 ——
Applicant : Morimoto nghtlng WWW.ISOQQa.org | 1ISOQA@isoqa.org
COLOR TEST

Test Performed by : BoYanglLee Date 2020/9/14
Test distance(m) : 3.073m Light Source Designation LED x 36
Color of Light Emitted : Yellow
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.5723 0.5734
y= 0.4194 0.4186
045 17~ o I o . . o . |
7
043 1
R R —
| | | | | | | | =f=S1
041 +----- R R e R P R | s2
o o N
PO S SN DS NN S N SO
0.38

054 055 056 057 058 0.59 0.6 0.61 0.62

Remarks
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Applicant : Morimoto Lighting

PARKING LAMP TEST REPORT

Test Component 20-TY035/20-TY036
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/14
Report Number 108-ISOQA-20-0654
Number of devices tested See below
Light source Designation LED x 36

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -

Remarks

M&,@%

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : October 6, 2020
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/14

Marking on Lens

RH : DOT SAE HL P2 A P I5 DRL VOR 18 LOGO 20-TY035
LH : LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Trade No/ Designation| LED
Light Sources Used Quantity 36
Rated Voltage 12V

Remarks
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Test Performed by
Test distance(m)
Tested Voltage

PHOTOMETRY TEST
Bo Yang Lee Date 2020/9/14
3.167 m Light Source Designation LED x 36
12.8V

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
51.94 50.82 1.02 54,73 53.55 1.02
ST e Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured " Measured
5U - 20L 1 04 125 32.700 30.110
5D - 20L 1 04 250 29.390 24.730
10U - 5L 1 0.8 125 46.710 51.300
10D - 5L 1 0.8 250 35.900 36.350
5U - 10L 2 0.8 125 53.770 48.410
H-10L 2 1.4 125 49.310 41.470
5D - 10L 2 0.8 250 42.690 35.540
5U -V 3 2.8 125 59.400 63.360
H-5L 3 3.6 125 52.370 48.150
H-V 3 4 125 50.820 53.550
H-5R 3 3.6 125 46.810 56.480
5D -V 3 2.8 250 43.670 47.060
5U - 10R 4 0.8 125 45.780 61.220
H-10R 4 1.4 125 41.020 56.010
5D - 10R 4 0.8 250 32.840 50.170
10U - 5R 5 0.8 125 44.150 55.610
10D - 5R 5 0.8 250 33.640 41.980
5U - 20R 5 04 125 25.170 41.860
5D - 20R 5 04 250 21.440 37.710
Visibility on or above HH 0.05 125 (610.%10529) (614%10;7)
Visibility below HH 0.05 250 g1'_599390) (&_)16?222?
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 2.4 144.700 142.490
2 3.0 145.770 125.420
3 16.8 253.070 268.600
4 3.0 119.640 167.400
5 2.4 124.400 177.160

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.
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Test Performed by
Test distance(m)
Color of Light Emitted

COLOR TEST
Bo Yang Lee Date
3.073m Light Source Designation

White

2020/9/14
LED x 36

Sample 1 (LHM)

Sample 2 (RHM)

Color emitted from HV point X= 0.3242 0.3285
y= 0.3410 0.3465
0.45 -
0.425 -
0.4 -
0.375 -
== S1
0.35 - $2

0.325

0.3 +

0.275

0.275 0.3

0325 035 0375 04 0425 045 0475 05 0.525

Remarks
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Test Component 20-TY035/20-TY036 I N

www.isoga.org | isoqa@isoqa.org

Applicant : Morimoto Lighting

HEADLAMP TEST REPORT

Test Component 20-TY035/20-TY036
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/14
Report Number 108-1ISOQA-20-0654
Number of devices tested See below
Upper Beam - LED x 9
Light source Designation
Lower Beam - LED x 9

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
- Abrasion Test Not Tested -
- Chemical Resistance Test Not Tested -
- Temp. Cycle Test Not Tested -
- Internal Heat Test Not Tested -
- Humidity Test Not Tested -

Remarks

M%

Signature of Responsible Laboratory Official
Title : Laboratory Manager
Date: : October 6, 2020
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Test Component 20-TY035/20-TY036 I N

Applicant : Morimoto Lighting
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/14

Marking on Lens

RH : DOT SAE HL P2 A P I5 DRL VOR 18 LOGO 20-TY035
LH: LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Function Upper Beam Lower Beam
) Trade No/ Designation| LED LED
Light Sources Used .
Quantity 9 9
Rated Voltage 12V 12V

Remarks : The headlamps designed to provide alternately a driving-beam and a passing-beam
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20-TY035/ 20-TY036
Morimoto Lighting

Test Component

Applicant

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/14
Test distance(m) 25m Test Voltage 12.8V

Light Source Designation Upper Beam - LED % 9/ Lower Beam - LED x 9

Steady Burning at H - V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J2650) 1 min. Steady Ratio 1 min. Steady Ratio
65800.0 61600.0 1.07 71790.0 63140.0 1.14
UB2 - Upper Beam Photometric Test Point Values
e P Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)

(cd) (cd) Measured Measured
2U-V 1500 - 22670.000 19790.000
1U-3L 5000 - 42750.000 36540.000
1U - 3R 5000 - 31260.000 30500.000
H-V 40000 75000 61600.000 63140.000
H-3L 15000 - 44530.000 41560.000
H-3R 15000 - 41990.000 29020.000
H-6L 5000 - 16750.000 13720.000
H-6R 5000 - 18110.000 7148.000
H-9L 3000 - 5811.000 9860.000
H-9R 3000 - 11350.000 3272.000
H-12L 1500 - 4005.000 4178.000
H-12R 1500 - 5915.000 2491.000
1.5D-V 5000 - 29970.000 27630.000
1.5D - 9L 2000 - 7283.000 8500.000
1.5D - 9R 2000 - 7790.000 7527.000
25D-V 2500 - 12240.000 16040.000
2.5D-12L 1000 - 3507.000 4491.000
25D -12R 1000 - 3838.000 4829.000
4D -V - 12000 4972.000 6141.000
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Sample 1 (LHM)

Sample 2 (RHM)

Sfi?fﬁﬂ;”lggsaﬁé fZ%ég)R 1 min. Steady Ratio 1 min. Steady Ratio
30140.0 27900.0 1.08 30430.0 27410.0 1.1
LB2V - Lower Beam Photometric Test Point Values
e P Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured Measured
10U to 90U - 125 111.622 98.206
4U - 8L 64 - 104.900 75.700
4U - 8R 64 - 116.200 92.200
2U -4L 135 - 333.800 223.500
1.5U-1R to 3R 200 - 544.265 340.514
1.5U-1Rto R - 1400 610.478 346.488
1U-15LtoL - 700 627.775 324.757
05U-15LtoL - 1000 805.062 395.226
(1079.992) (533.95)
0.5U-1Rto 3R 500 2700
1226.526 585.356
H-4L 135 - 829.000 473.400
H-8L 64 - 489.600 429.400
0.6D -1.3R 10000 - 43890.000 37240.000
0.86D -V 4500 - 39750.000 28540.000
0.86D - 3.5L 1800 12000 6379.000 2144.000
1.5D - 2R 15000 - 27900.000 27410.000
2D -9L 1250 - 5702.000 6550.000
2D -9R 1250 - 6027.000 7157.000
2D - 15L 1000 - 3450.000 3838.000
2D - 15R 1000 - 3934.000 4621.000
4D - 4R - 12500 3190.000 4567.000
4D - 20L 300 - 1466.000 1494.000
4D - 20R 300 - 1415.000 1748.000




Report No. : 108-ISOQA-20-0654

ISEQA

Test Component 20-TY035/20-TY036 —— N EEEE R
Applicant : Morimoto Lighting www.isoga.org | isoga@isoga.org
COLOR TEST

Test Performed by : BoYanglLee Date 2020/9/14
Test distance(m) : 3.073m Color of Light Emitted White
Color emitted from HV point Sample 1 (LHM) Sample 2 (RHM)
X= 0.3105 0.3115
Upper Beam
y= 0.3233 0.3265
X= 0.3116 0.3106
Lower Beam
y= 0.3219 0.3230
Upper Beam
0.45 -

0.425 A

0.4 -

0.375 A

0.35 A

0.325 A

0.3 +

0.275 T T T T T T T T T 1
0.275 0.3 0.325 0.35 0.375 0.4 0.425 0.45 0.475 0.5 0.525

=li=51
S2

Lower Beam
0.45 -+
0.425 -

0.4 -

0.375

0.35 +

0.325

0.3 -

0.275 T T T T T T T T T 1
0.275 0.3 0.325 0.35 0.375 0.4 0.425 0.45 0.475 0.5 0.525

==-51
S2

Remarks
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20-TY035/ 20-TY036
Morimoto Lighting

Test Component

Applicant

DAYTIME RUNNING LAMP TEST REPORT

Test Component 20-TY035/20-TY036

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/14
Report Number 108-ISOQA-20-0654
Number of devices tested See below
Light source Designation LED x 36
SUMMARY

o Test Results
Test Description

Number Passed Number Failed

- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -

The DRL is optically comblined with the turn signal lamp and will be automatically deactivated as a
DRL when the turn signal lamp is activated, and automatically reactivated as a DRL when the turn

Remarks signal lamp is deactivated.

ﬁ/wda&,a%

Signature of Responsible Laboratory Official
Title :  Laboratory Manager
Date: : October 6, 2020
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Applicant : Morimoto Lighting
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Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/14

Marking on Lens

RH : DOT SAE HL P2 A P I5 DRL VOR 18 LOGO 20-TY035
LH: LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Trade No/ Designation| LED
Light Sources Used Quantity 36
Rated Voltage 12V

Remarks

Unobstructed Effective Projected Luminous Lens Area

Test Performed by

Bo Yang Lee Date : 2020/9/14

Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

VB TS buses of less than 2032 mm in overall width

Method of determination Projected

Unobstructed effective projected Requirement Value Result
luminous lens area (mm?) 2500 12670 PASSED

Remarks : Required by SAE J2087
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20-TY035/ 20-TY036
Morimoto Lighting

Test Component

Applicant

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/14
Test distance(m) 3.167 m Light Source Designation LED x 36
Test Voltage 128V Lighted Sections N/A
_ Sample 1 (LHM) Sample 2 (RHM)
(a?::;?)?’g%sl’s(r)msrfEa\tJ:'E;gg) 1 min., Steady Ratio 1 min, Steady Ratio
1084.0 1024.0 1.06 1011.0 955.0 1.06
Test Points Zone Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured Measured
5U -V 1 350 2500 1194.000 1138.000
H-5L 1 450 2500 1051.000 859.000
H-V 1 500 2500 1024.000 955.000
H-5R 1 450 2500 938.000 1002.000
5D -V 1 350 2500 872.000 837.000
5U - 10L 2 100 2500 1080.000 873.000
H-20L 2 50 2500 665.700 521.200
H-10L 2 350 2500 990.000 743.100
5D - 10L 2 100 2500 852.000 635.800
5U - 10R 3 100 2500 917.000 1097.000
H-10R 3 350 2500 818.000 992.000
H-20R 3 50 2500 511.100 741.300
5D - 10R 3 100 2500 653.500 889.000
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 2100.0 5079.000 4791.000
2 600.0 3587.700 2773.100
3 600.0 2899.600 3719.300

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test
point location. The sum of the luminous intensity measurements at each test point within a zone shall not be less than the Zone Total

Luminous Intensity shown.
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Test Component 20-TY035/20-TY036 ——
Applicant : Morimoto Lighting www.isoga.org | isoga@isoga.org
COLOR TEST

Test Performed by : BoYanglLee Date 2020/9/14
Test distance(m) : 3.073m Light Source Designation LED x 36
Color of Light Emitted : White
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.3249 0.3280
y= 0.3460 0.3467
0.45 -
0.425 -
0.4 -
0.375 -
== S1
0.35 - 2
0.325 -
03 -
0.275 ; ; ; ; ; ; ; ; ; i
0275 03 0325 035 0375 04 0425 045 0475 05 0525

Remarks
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Test Component 20-TY035/20-TY036 I N

www.isoga.org | isoqa@isoqa.org

Applicant : Morimoto Lighting

SIDE MARKER LAMP TEST REPORT

Test Component 20-TY035/20-TY036
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/14
Report Number 108-ISOQA-20-0654
Number of devices tested See below
Light source Designation LED x 3

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -

Remarks

MW

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : October 6, 2020



Report No. : 108-ISOQA-20-0654 I S %% Q A

Test Component 20-TY035/20-TY036
Applicant : Morimoto Lighting

1 T RN O]]
www.isoga.org | isoqa@isoqa.org

Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/14

Marking on Lens

RH : DOT SAE HL P2 A P I5 DRL VOR 18 LOGO 20-TY035
LH : LOGO DOT SAE HL P2 A P 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Lens Material

Chimei Corporation WONDERLITE PC-110L POLYCARBONATE N-102
Clear $

Coating of External Lens UVHC3000
Trade No/ Designation| LED
Light Sources Used Quantity 3
Rated Voltage 12V

Remarks
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Test Component

Applicant

20-TY035/20-TY036

Morimoto Lighting

IS@QA

1 T RN O]]
www.isoga.org | isoqa@isoqa.org

Test Performed by

Test distance(m)

Tested Voltage

PHOTOMETRY TEST
Bo Yang Lee Date 2020/9/14
3.167 m Light Source Designation LED x 3
128V Overall Length 4836 mm

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
17.46 16.74 1.04 17.03 16.55 1.03
Test Points Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
LHM RHM FMVSS 108 | SAE J2042 Measured Measured
H-V H-V 0.62 - 16.740 16.550
10U - 45R 10U - 45R 0.62 - 8.280 3.919
10U -V 10U -V 0.62 - 15.210 15.850
10U - 45L 10U - 45L 0.62 - 4.115 7.970
H - 45L H-45L 0.62 - 5.048 8.174
H - 45R H - 45R 0.62 - 8.400 4.710
10D - 45R 10D - 45R 0.62 - 6.728 4171
10D - V 10D -V 0.62 - 12.580 11.170
10D - 45L 10D - 45L 0.62 - 3.284 6.311
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Test Component 20-TY035/20-TY036 I N

www.isoga.org | isoga@isoga.org

Applicant : Morimoto Lighting
COLOR TEST
Test Performed by : BoYanglLee Date : 2020/9/14
Test distance(m) : 3.073m Light Source Designation : LED x 3
Color of Light Emitted : Yellow
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.5955 0.5946
y= 0.4029 0.4037
045 777" b C . T o b T |
i
L e e
042 4 L
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ =l 51
e R S 2
| | | 1 - N | |
04 1----- T e N Pt
N
0.38

054 055 056 057 058 0.59 0.6 0.61  0.62

Remarks
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Test Component 20-TY035/20-TY036 I N

www.isoga.org | isoqa@isoqa.org

Applicant : Morimoto Lighting

REFLEX REFLECTOR TEST REPORT

Test Component 20-TY035/20-TY036
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/9/14
Report Number 108-ISOQA-20-0654
Number of devices tested See below
Light source Designation N/A

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -

Remarks

Maa,a%

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : October 6, 2020
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Test Component 20-TY035/20-TY036
Applicant : Morimoto Lighting

IS@QA

1 T RN O]]
www.isoga.org | isoqa@isoqa.org

Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/9/14

Marking on Lens

RH : DOT SAE HL P2 A P 15 DRL VOR 18 LOGO 20-TY035
LH: LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking on Housing

12V

Reflex Reflector Material

Chimei Corporation ACRYREX CM-205 Polymethyl Methacrylate A-202
Yellow

Coating of External Lens UVHC3000
Trade No/ Designation| N/A
Light Sources Used Quantity N/A
Rated Voltage N/A

Remarks
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Test Component

Applicant

20-TY035/20-TY036

Morimoto Lighting

|S€

DQA

1 T RN O]]
www.isoga.org | isoqa@isoqa.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/9/14
Test distance(m) 100 ft Color of Light Emitted Yellow
Minimum
Observe Angle Entrance Angle (Mcd/ Lux) Sample 1 (LHM) Sample 2 (RHM)
0.2 H \Y 1050 1970.000 2510.000
0.2 H 10U 700 1598.000 2090.000
0.2 H 10D 700 1508.000 2340.000
0.2 20L \Y 350 801.000 1990.000
0.2 20R \Y 350 1490.000 1387.000
1.5 H \Y 15 35.800 40.400
1.5 H 10U 12.5 25.900 34.100
1.5 H 10D 12.5 27.500 26.900
1.5 20L Y 7.5 10.200 31.500
1.5 20R \Y 7.5 25.900 15.900
COLOR TEST
Test Performed by Bo Yang Lee Date 2020/9/14
Color of Light Emitted Yellow
Requirement (Visual Method) PASS FAILED

Yellow (Amber). Yellow is not acceptable if it is less saturated (paler),

greener, or redder than the limit standards.

Remarks
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Test Component 20-TY035/20-TY036 I N NN N
www.isoqa.org | isoga@isoqga.org

Applicant :  Morimoto Lighting

Front View Side View

Top View Rear View
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Test Component 20-TY035/20-TY036 I N
www.isoga.org | isoga@isoga.org

Applicant : Morimoto Lighting

Turn Signal Lamp

RH:DOT SAE HL P2 AP I5 DRLVOR 18 LOGO 20-TY035

12V

RH : DOT SAE HL P2 AP |5 DRL VOR 18 LOGO 20-TY035
LH : LOGO DOT SAE HL P2 AP 15 DRL VOR 18 20-TY036

Marking
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